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(57) ABSTRACT

A motion estimation device includes a memory to store a
reference image, a bus connected to the memory; and a
motion estimator to control a size of data of a reference image
block depending on an available bandwidth of the bus when
extracting at least one reference image block for motion esti-
mation from the reference image through the bus.

19 Claims, 5 Drawing Sheets
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1
MOTION ESTIMATOR AND SYSTEM ON
CHIP COMPRISING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This U.S. non-provisional patent application is a Continu-
ation of prior application Ser. No. 13/421,304, filed on Mar.
15, 2012 now Pat. Ser. No. 8,837,843 in the United States
Patent and Trademark Office, which claims priority under 35
U.S.C. §119 of Korean Patent Application No. 10-2011-
0024024, filed on Mar. 17, 2011, the entire contents of which
are hereby incorporated by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present inventive concept herein relates to an image
processing apparatus, and more particularly, to a motion esti-
mation apparatus for motion estimation and a method thereof.

2. Description of the Related Art

An image processing apparatus (or an image encoding
apparatus) performs motion estimation to improve compres-
sion efficiency. An image processing apparatus may include a
motion estimator. The motion estimation is a motion finding
to determine a position similar to a present image to be com-
pressed from a previous image. The motion estimator may
load an image to be used in the motion estimation from an
external memory through a bus.

However, the bus may be shared by not only the motion
estimator but also various modules in the image processing
apparatus. As a demand for a high resolution image increases,
a size of image for motion estimation increases and as com-
plexity of the image processing apparatus increases, the use
of bus by other modules increases.

However, a motion estimator for motion estimation loads
image data having a predetermined size from a memory. If a
size of image data loaded into a motion estimator from a
memory increases, performance of image estimation may be
improved. To achieve this, if the motion estimator increases a
size of data loaded from a memory, an occupied bandwidth of
motion estimator increases. At this time, the increased occu-
pied bandwidth of the motion estimator may affect operations
of other modules connected to the bus. Thus, the motion
estimator uses a bandwidth having a predetermined size con-
sidering operations of other modules. However, a bandwidth
that can be used in the bus may vary depending on operations
of modules sharing the bus.

However, since the motion estimation device loads only
image data having a predetermined size, there may be a prob-
lem that a bandwidth not used in the bus is not sufficiently
used to improve performance of motion estimation.

SUMMARY OF THE INVENTION

The present general inventive concept provides an appara-
tus and method of processing data for motion estimation.

Additional aspects and advantages of the present general
inventive concept will be set forth in part in the description
which follows and, in part, will be obvious from the descrip-
tion, or may be learned by practice of the general inventive
concept.

Embodiments of the inventive concept provide a motion
estimation device. The motion estimation device may include
a memory storing a reference image, a bus connected to the
memory, and a motion estimator to control a size of data of'a
reference image block depending on an available bandwidth
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of the bus when extracting one or more reference image
blocks for motion estimation from the reference image
through the bus.

Embodiments of the inventive concept also provide a
method of estimating a motion of a motion estimation device.
The method may include obtaining an available bandwidth
from an occupied bandwidth of a bus, controlling a data size
of'one or more reference image blocks for motion estimation
from a reference image in a memory connected through the
bus on the basis of the available bandwidth, extracting a
candidate image block corresponding to a present image
block among the one or more reference image blocks by
controlling a data size of the one or more reference image
blocks, and performing motion estimation by extracting a
motion vector from the extracted candidate image block.

The foregoing and/or other features and utilities of the
present general inventive concept may also be achieved by
providing a motion estimation device including a memory to
store an image, a bus connected to the memory, and a motion
estimator to adjust a data size or amount of one or more image
blocks of the image according to a bandwidth of the bus, and
to communicate with the memory through the bus to read data
of'each of the one or more image blocks of the image from the
memory for motion estimation according to the adjusted data
size.

The motion estimator may adjust the data size or amount of
the one or more image blocks of the image during the motion
estimation of the image.

The memory may store a plurality of images including the
image, and the motion estimator may adjust the data size or
amount of the one or more image blocks of each of the images
during the motion estimation of the images.

The motion estimator may adjust the data size or amount
according to a priority given to at least one of the one or more
image blocks of the image.

The foregoing and/or other features and utilities of the
present general inventive concept may also be achieved by
providing a non-transitory computer readable recording
medium to contain computer-readable codes as a program to
execute a method of motion estimation, the method including
obtaining an available bandwidth from an occupied band-
width of a bus, controlling a data size of at least one or more
reference image blocks for motion estimation from a refer-
ence image stored in a memory connected through the bus on
the basis of the available bandwidth, extracting a candidate
image block corresponding to a present image block among
the one or more reference image blocks by controlling a data
size of the one or more reference image blocks, and perform-
ing motion estimation by extracting a motion vector from the
extracted candidate image block.

BRIEF DESCRIPTION OF THE DRAWINGS

These and/or other aspects and advantages of the present
general inventive concept will become apparent and more
readily appreciated from the following description of the
embodiments, taken in conjunction with the accompanying
drawings of which:

FIG. 1 is a block diagram illustrating a motion estimation
apparatus in accordance with an embodiment of the inventive
concept.

FIG. 2 is a block diagram illustrating a motion estimator in
accordance with an embodiment of the inventive concept.

FIGS. 3A, 3B and 3C are views illustrating an operation of
selecting a candidate image block through motion estimation
in accordance with an embodiment of the inventive concept.
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FIG. 4 is a view illustrating a time to extract a reference
image block in a motion estimator in accordance with an
embodiment of the inventive concept.

FIG. 5 is a flow chart illustrating a method of a motion
estimator in accordance with an embodiment of the inventive
concept.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Reference will now be made in detail to the embodiments
of the present general inventive concept, examples of which
are illustrated in the accompanying drawings, wherein like
reference numerals refer to the like elements throughout. The
embodiments are described below in order to explain the
present general inventive concept while referring to the fig-
ures.

FIG. 1 is a block diagram illustrating a motion estimation
apparatus 100 in accordance with an embodiment of the
inventive concept.

Referring to FIG. 1, the motion estimation apparatus 100
includes a memory 110, a bus 120 and a motion estimator
130. The motion estimation apparatus 100 may additionally
include other modules (not illustrated) connected to the bus
120 to process data and perform functions thereof.

The memory 110 stores images, for example, data corre-
sponding to frame images or field images. The memory 110
may store a reference image used to extract a reference image
block for motion estimation. An image is an image frame
constituting one screen. As an illustration, the reference
image may be a previous image (n-1 frame) of a present
image (n frame, n is natural number), for example.

The bus 120 is an electric path commonly used to transmit
data. A size of data transmitted through the bus 120 may be
represented by a bandwidth (BW). The bus 120 is connected
to the memory 110 and the motion estimator 130. Thus, the
bus 120 transmits data between the memory 110 and the
motion estimator 130. Also, the bus 120 may be connected to
other modules to transmit data.

The motion estimator 130 performs motion estimation to
estimate a motion in an image to compress the image. To
achieve this, the motion estimator 130 extracts a reference
image block from the memory 110. Herein, the reference
image block may be one or more.

The motion estimator 130 compares a present image block
constituting the present image with the reference image
block. The motion estimator 130 may select a candidate
image block which is most similar to the present image block
from the reference image block. This can make the motion
estimator 130 to obtain a motion vector that can estimate a
position of the present image block from the reference image.
The motion vector obtained from the motion estimator 130 is
used to encode the present image block. Thus, the motion
estimator 130 may be included in an image encoder. Accord-
ingly, motion estimation and image encoding using the
motion vector can be performed in the motion estimator 130.

On the basis of an available bandwidth of the bus 120, the
motion estimator 130 controls at least one of a size and/or a
quantity of data of the reference image block to be extracted
from the reference image of the memory 110. This can make
the motion estimator 130 to control at least one of a size and
a quantity of data of a candidate image block extracted from
the memory 110 so that performance of motion estimation is
maximally guaranteed within an available bandwidth of the
bus 120.
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As described above, the motion estimator 130 continues to
read and receive data from the memory 110 through the bus
120 until the motion estimation and/or the image encoding
are completed.

The unit of data to be read and transmitted from the
memory 110 to the motion estimator 130 may be variable
during the motion estimation and/or the image encoding. It is
possible that the data unit read and transmitted for the motion
estimation may be a first data unit according to a first band-
width of the bus 120 and a second data unit according to a
second bandwidth of the bus 120. The first data unit can be a
first size and/or quantity of data of the reference image block,
and the second data unit can be a second size and/or quantity
of data of the reference image block.

When the motion estimator 130 determines a data unit, it is
possible that the motion estimator 130 may output a signal
corresponding to the data unit to the memory 110 to read the
determined image data of the reference image block. It is
possible that the motion estimator 130 may output a com-
mand corresponding to the data unit so that the memory 110
can read and output the data of the reference image block
from its memory space (i.e., semiconductor memory unit)
according to the command.

The motion estimation apparatus 100 may be used in an
electronic apparatus to compress image data. The electronic
apparatus may be a camcorder apparatus, an image process-
ing system, an image recording system, etc.

FIG. 2 is a view illustrating a motion estimator 130 in
accordance with an embodiment of the inventive concept.

Referring to FIGS. 1 and 2, the motion estimator 130
includes a cache memory unit 131, a reference bandwidth
setting unit 132 and a motion estimation unit 133. The cache
memory unit 131 may include a memory, such as a cache
memory, and a cache memory controller 210 to control an
operation of the cache memory and the cache memory unit
131. The motion estimation unit 133 may include a motion
estimation controller 220 to control an operation of the
motion estimation unit 133.

The cache memory unit 131 extracts at least one reference
image block from the reference image stored in the memory
110 through the bus 120 and stores the extracted reference
image block in the cache memory. As an illustration, when
extracting the reference image block, the cache memory unit
131 may extract a candidate image block on the basis of preset
search points in the reference image. If a quantity of the
search point is two or more, the cache memory unit 131 can
extract the reference image block from each of the search
points. The cache memory unit 131 stores at least one
extracted candidate image block in the cache memory.

The cache memory unit 131 may provide a candidate
image block corresponding to the present image block to the
motion estimation unit 133 in response to a request of the
motion estimation unit 133. If a candidate image block cor-
responding to the present image block exists (itis called “hit™)
in the reference image block, the cache memory 131 provides
the corresponding candidate image block to the motion esti-
mation unit 133. However, if a candidate image block corre-
sponding to the present image block does not exist (it is called
“miss”) in the reference image block, the cache memory 131
additionally extracts reference image blocks from the
memory 110 so that the candidate image block requested
from the motion estimation unit 133 exists in the cache
memory 131. The cache memory 131 may provide a candi-
date image block corresponding to the present image block
requested from the motion estimation unit 133 among the
additionally extracted reference image blocks to the motion
estimation unit 133.
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Thus, by storing the reference image blocks in the cache
memory unit 131, when extracting a candidate image block,
the cache memory unit 131 may reduce a time needed to read
data from the external memory 110 and an occupied band-
width of the bus 120.

The cache memory unit 131 may measure an occupied
bandwidth of the bus 120 connected to the cache memory unit
131 to transmit data, through a hit rate. Herein, the hit rate is
a ratio of a quantity of the hit of the candidate image blocks
requested from the motion estimation unit 133 to a quantity of
the candidate image blocks requested from the motion esti-
mation unit 133. The cache memory unit 131 provides an
occupied bandwidth of the cache memory unit 131 to the
motion estimation unit 133. Also, when extracting a reference
image block from the reference image ofthe memory 110, the
cache memory unit 131 may control at least one of a size and
a quantity of data of the reference image block extracted by a
control of the motion estimation unit 133.

It is possible that the bandwidth may also be measured
according to usage of the bus 120 by the cache memory unit
131 and/or other modules connected to the bus 120 to transmit
data. It is possible that the bandwidth can be measured by any
combination of the hit rate and the usage of the bus 120.

The size or the amount of the data of the reference image
block may represent the number of pixels constituting the
reference image block or data amount of each of pixels con-
stituting the reference image block.

The reference bandwidth setting unit 132 may directly
measure an occupied bandwidth of the bus 120 or may be
provided with information of an occupied bandwidth of the
bus 120 from other modules (not illustrated). Using the infor-
mation of the occupied bandwidth, the reference bandwidth
setting unit 132 sets a reference bandwidth on the basis of a
bandwidth (i.e., available bandwidth) which is unoccupied
bandwidth among the whole bandwidth of the bus 120. The
available bandwidth includes the maximum bandwidth
(MAX_BW) and the minimum bandwidth (MIN_BW) which
the bus 120 can provide. Thus, the reference bandwidth set-
ting unit 132 may set one reference bandwidth between the
maximum bandwidth (MAX_BW) and the minimum band-
width (MIN_BW).

The reference bandwidth setting unit 132 provides the set
reference bandwidth to the motion estimation unit 133. The
reference bandwidth setting unit 132 may be embodied by a
reduced instruction set computer (RISC).

The reference bandwidth setting unit 132 checks a hit rate
accumulated by one unit image (e.g., slice unit or frame unit
of an image) when an encoding operation is performed. The
cache memory unit 131 may receive a hit rate through the
motion estimation unit 133. The reference bandwidth setting
unit 132 may check a characteristic of an image being
encoded through the checked hit rate. Also, the reference
bandwidth setting unit 132 may determine a method of
encoding an image through motion estimation, for example,
weight at each mode, a search method of motion estimation,
etc.

The motion estimation unit 133 extracts a candidate image
block similar to the present image block from reference
image blocks stored in the cache memory unit 131 to perform
motion estimation.

The motion estimation unit 133 may receive a hit rate from
the cache memory unit 131. As an illustration, if a hit rate
increases, the motion estimation unit 133 controls the cache
memory unit 131 to reduce a quantity of a reference image
block (or search point) extracted from the reference image.
Also, if a hit rate is reduced, the motion estimation unit 133
controls the cache memory 131 to increase a quantity of a
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reference image block (or search point) extracted from the
reference image. This can make the motion estimation unit
133 to stably maintain an encoding time by preventing a rapid
change of hit rate.

The motion estimation unit 133 may use a reference band-
width when extracting a candidate image block. That is, the
motion estimation unit 133 controls the cache memory unit
131 to extract data (candidate image block) having a size
corresponding to the reference bandwidth.

For example, to optimally use a bandwidth of the bus 120,
the motion estimation unit 133 may control a quantity of the
candidate image block being extracted to the cache memory
131 from the memory 110. When a bus bandwidth exceeding
the reference bandwidth is checked in the cache memory unit
131, the motion estimation unit 133 controls or determines a
quantity of the candidate image block (or search point)
extracted to the cache memory 131 to be reduced. When a bus
bandwidth less than the reference bandwidth is checked in the
cache memory unit 131, the motion estimation unit 133 con-
trols or determines a quantity of the candidate image block (or
search point) extracted to the cache memory unit 131 to be
increased.

On the basis of an available bandwidth of the bus 120, the
motion estimation unit 133 controls a size of image data (e.g.,
atleastone ofa size and a quantity of a reference image block)
requested to the memory 110 by the cache memory unit 131
and thereby a bandwidth of the bus 120 for motion estimation
may be maximally used.

The cache memory controller 210 measures a hitrate. Also,
the cache memory controller 210 measures an occupied band-
width of the cache memory unit 131 in the bus 120 on the
basis of the measured hit rate. The cache memory controller
210 provides an occupied bandwidth of the cache memory
unit 131 to the motion estimation controller 220.

The motion estimation controller 220 may provide a con-
trol signal to control an extraction of a candidate image block
to the cache memory controller 210 on the basis of the refer-
ence bandwidth. If a bandwidth exceeding the reference
bandwidth is occupied in the cache memory unit 131, the
motion estimation controller 220 generates a control signal to
reduce at least one of a size and a quantity of the reference
image block (or search point) extracted to the cache memory
unit 131. If a bandwidth less than the reference bandwidth is
occupied in the cache memory unit 131, the motion estima-
tion controller 220 generates a control signal to increase a
quantity of the reference image block (or search point)
extracted to the cache memory unit 131.

Control information generated from the motion estimation
controller 220 may be provided to the cache memory control-
ler 210.

For example, when a size of the reference image block
extracted from the cache memory unit 131 has a predeter-
mined fixed size and a plurality of reference image blocks is
extracted from a plurality of search points, the motion esti-
mation controller 220 controls a quantity of the reference
image block (search point) on the basis of an occupied band-
width provided from the cache memory controller 210. When
an occupied bandwidth is greater than the reference band-
width, the motion estimation controller 220 may remove ref-
erence image blocks among the reference image blocks to be
extracted according to the priority thereof. At this time, the
motion estimation controller 220 provides a control signal to
remove reference image blocks having the priority lower than
other image blocks.

Also, when an occupied bandwidth is equal to or less than
the reference bandwidth, the motion estimation controller
220 may include reference image blocks in reference image
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blocks to be extracted according to the priority. At this time,
the motion estimation controller 220 provides a control signal
to remove reference image blocks having the priority lower
than other image blocks.

Regarding reference image blocks having an overlapped
motion vector, the motion estimation controller 220 controls
the cache memory unit 131 so that a reference image block
having the highest priority among excluded reference image
blocks is first included in reference image blocks to be
extracted. At this time, a reference image block to be added
may be selected to have the highest motion estimation per-
formance within the allowable maximum bandwidth on the
basis of the reference bandwidth.

Herein, the priority of reference image blocks may be
determined by, for example, the reference bandwidth setting
unit 132.

Also, the cache memory controller 210 and the motion
estimation controller 220 may additionally transmit/receive
other information for motion estimation between them to
perform the motion estimation operation and/or encoding
operation.

FIGS. 3A, 3B and 3C are views illustrating an operation of
selecting a candidate image block through motion estimation
in accordance with an embodiment of the inventive concept.

FIG. 3 A illustrates an operation that the cache memory 131
extracts reference image blocks 320 from a reference image
310. The cache memory unit 131 extracts a plurality of can-
didate image blocks on the basis of a plurality of search
points. The cache memory unit 131 may extract one reference
image block on the basis of one search point. At this time, the
reference image blocks 320 being extracted may have various
sizes. The size of the reference image block may be a variable
size during the motion estimation operation.

Referring to FIG. 3B, the motion estimation unit 133
requests the cache memory unit 131 to extract a candidate
image block 330 corresponding to the present image block for
compression. The cache memory unit 131 extracts candidate
image blocks 330 among the reference image blocks 320 to
correspond to the present image block. If the candidate image
block 330 corresponding to the present image block does not
exist, the cache memory unit 131 may additionally extract
reference image blocks from the reference image 310. The
cache memory unit 131 outputs the candidate image blocks
330 extracted from the reference image blocks 320 to the
motion estimation unit 133.

Referring to FIG. 3C, when the motion estimation unit 133
receives the candidate image block 330 corresponding to the
present image block from the cache memory unit 131, the
motion estimation unit 133 may select the received candidate
image block 330 as the present image block.

In FIGS. 3A, 3B and 3C, the present image block, the
reference image blocks 320 and the candidate image block
may be same.

FIG. 4 is a view illustrating a time to extract a reference
image block in a motion estimator in accordance with an
embodiment of the inventive concept.

Referring to FIG. 4, the motion estimation unit 133 may set
a time at which the cache memory unit 131 extracts a refer-
ence image block to a predetermined time.

The motion estimation unit 133 may set a time at which the
cache memory unit 131 extracts a reference image block to a
time at which the amount of changes in image between the
present image blocks to perform motion estimation of the
present image is great.

For example, the motion estimation unit 133 may control
an operation of extracting a candidate image block on the
basis of a line of the present image blocks.

25

40

45

50

55

8

A first line may include first through nth present image
blocks (MB1~MBn). A second line may include n+lth
through 2nth present image blocks (MBn+1~MB2#).

As described by a dotted arrow, the motion estimation unit
133 performs motion estimation on each of the present image
blocks in a raster scan order as illustrated in FIG. 4.

The amount of changes in image is not great between the
present image blocks connected to each other in a line direc-
tion. However, the amount of changes in image may be great
between the present image blocks disposed on different lines.
As an illustration, if a block for motion estimation is changed
from the nth present image block (MBn) to the n+1th present
image block (MBn+1), a hit rate may be reduced. As a block
for motion estimation is changed from the n+1th present
image block (MBn+1) in a direction of the 2nth present image
block (MB2#), a hit rate may increase.

Thus, the motion estimation unit 133 may perform a refer-
ence image block extraction control operation of the cache
memory unit 131 on the basis of a line change time (i.e., MB
line change time) of each of the present image blocks.

FIG. 5 is a flow chart illustrating a method of a motion
estimator in accordance with an embodiment of the inventive
concept.

Referring to FIGS. 1-5, the reference bandwidth setting
unit 132 measures an available bandwidth of the bus 120 at
operation S110.

The reference bandwidth setting unit 132 sets a reference
bandwidth for extracting a reference image block on the basis
of the available bandwidth at operation S120.

The cache memory unit 131 determines whether a candi-
date image block corresponding to the present image block
requested from the motion estimation unit 133 exists in at
least one reference image block at operation S130.

If a candidate image block corresponding to the present
image block exists at least one reference image block, the
cache memory 131 progresses to operation S160. If a candi-
date image block corresponding to the present image block
does not exist at least one reference image block, the cache
memory 131 progresses to operation S140.

The cache memory 131 extracts a reference image block
from the reference image at operation S140.

The motion estimation unit 133 controls a data size (for
example, at least one of a quantity and a size of the reference
image block (search point)) of the reference image block
through the cache memory 131 on the basis of the available
bandwidth at operation S150. As an illustration, a time at
which the motion estimation unit 133 controls a size of data of
the reference image block through the cache memory 131
may be set to a time at which the amount of changes between
the present image blocks performing motion estimation is
great, for example, a time at which the present image blocks
change a line. Also, the motion estimation unit 133 may
additionally control a size of data of a reference image block
being extracted through the cache memory 131 according to
a change of hit rate. The cache memory 131 may extract a
reference image block according to a control of the motion
estimation unit 133 until a candidate image block correspond-
ing to the present image block among the reference image
blocks exists in the cache memory 131.

The cache memory 131 extracts a candidate image block
for motion estimation in the motion estimation unit 133 at
operation S160. The cache memory 131 provides the selected
candidate image block to the motion estimation unit 133.

The motion estimation unit 133 performs motion estima-
tion using the selected candidate image block at operation
S170. When performing motion estimation, the motion esti-
mation unit 133 may control a motion estimation operation
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through an accumulation of the amount of use of the bus 120.
The motion estimation unit 133 may obtain a motion vector
from a reference image through the candidate image block.

The motion estimation unit 133 judges whether a motion
estimation operation is completed or not at operation S180. If
a motion estimation operation is not completed, the motion
estimation unit 133 progresses to operation S130. Ifa motion
estimation operation is completed, an operation of the motion
estimator is over.

The motion estimation device of the inventive concept may
maximally use a bandwidth not used in a bus when perform-
ing motion estimation. Thus, the motion estimation device
may be applied to, for example, an encoder for image com-
pression.

According to the inventive concept, a motion estimation
device can maximally use a bandwidth of a bus by controlling
a size of image data obtained from a memory considering an
available bandwidth of bus.

The present general inventive concept can also be embod-
ied as computer-readable codes on a computer-readable
medium. The computer-readable medium can include a com-
puter-readable recording medium and a computer-readable
transmission medium. The computer-readable recording
medium is any data storage device that can store data as a
program which can be thereafter read by a computer system.
Examples of the computer-readable recording medium
include read-only memory (ROM), random-access memory
(RAM), CD-ROMs, magnetic tapes, floppy disks, and optical
data storage devices. The computer-readable recording
medium can also be distributed over network coupled com-
puter systems so that the computer-readable code is stored
and executed in a distributed fashion. The computer-readable
transmission medium can transmit carrier waves or signals
(e.g., wired or wireless data transmission through the Inter-
net). Also, functional programs, codes, and code segments to
accomplish the present general inventive concept can be eas-
ily construed by programmers skilled in the art to which the
present general inventive concept pertains.

Although a few embodiments of the present general inven-
tive concept have been shown and described, it will be appre-
ciated by those skilled in the art that changes may be made in
these embodiments without departing from the principles and
spirit of the general inventive concept, the scope of which is
defined in the appended claims and their equivalents. There-
fore, the above-disclosed subject matter is to be considered
illustrative, and not restrictive.

What is claimed is:

1. A system on chip (SoC) comprising:

a memory configured to store image data; and

amotion estimator configured to extract one or more image

blocks of the image data in the memory and to adjust at
least one of a size and a quantity of the image data
extracted based on an available bandwidth of the motion
estimator, the motion estimator including a cache
memory configured to store the extracted one or more
image blocks of the image data.

2. The SoC of claim 1, wherein a reference bandwidth is
determined based on the available bandwidth of a bus that is
connected to the motion estimator.

3. The SoC of claim 1, wherein the motion estimator is
configured to determine a number of reference image blocks
of a reference image that are to be extracted depending on a
reference bandwidth, and to perform a motion estimation
using the extracted one or more reference image blocks of the
reference image.

4. The SoC of claim 3, wherein, in response to an occupied
bandwidth of the cache memory exceeding the reference
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bandwidth, the motion estimator controls at least one of a size
and a quantity of the one or more reference image blocks
being extracted from the cache memory to be reduced.

5. The SoC of claim 3, wherein, in response to an occupa-
tion bandwidth of the cache memory being less than the
reference bandwidth, the motion estimator controls at least
one ofa size and a quantity of the reference image block being
extracted by the cache memory to increase.

6. The SoC of claim 5, wherein the motion estimator con-
trols the cache memory so that the quantity of the one or more
reference image blocks is increased by adding a reference
image block having a relatively high priority among the one
or more reference image blocks.

7. A motion estimator comprising:

a cache memory configured to extract one or more refer-

ence image blocks of a reference image;

a reference bandwidth setting unit configured to determine

a reference bandwidth based on an available bandwidth;

and

a motion estimation unit configured to determine a number

of reference image blocks of the reference image that are
to be extracted depending on the reference bandwidth,
and to perform a motion estimation using the extracted
one or more reference image blocks of the reference
image.

8. The motion estimator of claim 7, wherein the reference
bandwidth is determined based on the available bandwidth of
the motion estimator.

9. The motion estimator of claim 7, wherein the reference
bandwidth is determined based on the available bandwidth of
a bus that is connected to the motion estimator.

10. The motion estimator of claim 7, wherein, in response
to an occupied bandwidth ofthe cache memory exceeding the
reference bandwidth, the motion estimation unit controls at
least one of a size and a quantity of the one or more reference
image blocks being extracted from the cache memory to be
reduced.

11. The motion estimator of claim 7, wherein the motion
estimation unit controls the cache memory so that a quantity
of the one or more reference image blocks is reduced by
removing a reference image block having relatively a low
priority among the one or more reference image blocks.

12. The motion estimator of claim 7, wherein, in response
to an occupation bandwidth of the cache memory being less
than the reference bandwidth, the motion estimation unit
controls at least one of a size and a quantity of the reference
image block being extracted by the cache memory to
increase.

13. The motion estimator of claim 12, wherein the motion
estimation unit controls the cache memory so that the quan-
tity of the one or more reference image blocks is increased by
adding a reference image block having a relatively high pri-
ority among the one or more reference image blocks.

14. A system on chip (SoC) comprising:

a memory configured to store a reference image; and

amotion estimator configured to extract one or more image

blocks of'the reference image in the memory, the motion
estimator including:

a cache memory configured to extract one or more ref-
erence image blocks of the reference image based on
aplurality of search points of the reference image, and
to store the extracted one or more reference image
blocks;

a reference bandwidth setting unit configured to deter-
mine a reference bandwidth; and

amotion estimation unit configured to determine a num-
ber of reference image blocks of the reference image
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that are to be extracted depending on the reference
bandwidth, to determine a number of the plurality of
search points of the reference image, and to perform a
motion estimation using the extracted one or more
reference image blocks of the reference image.

15. The SoC of claim 14, wherein the reference bandwidth
is determined based on an available bandwidth of a bus that is
connected to the motion estimator.

16. The SoC of claim 14, wherein, in response to an occu-
pied bandwidth of the cache memory exceeding the reference
bandwidth, the motion estimation unit controls at least one of
a size and a quantity of the one or more reference image
blocks being extracted from the cache memory to be reduced.

17. The SoC of claim 14, wherein the motion estimation
unit controls the cache memory so that the quantity of the one
or more reference image blocks is reduced by removing a
reference image block having relatively a low priority among
the one or more reference image blocks.

18. The SoC of claim 14, wherein, in response to an occu-
pation bandwidth of the cache memory being less than the
reference bandwidth, the motion estimation unit controls at
least one of a size and a quantity of the reference image block
being extracted by the cache memory to increase.

19. The SoC of claim 18, wherein the motion estimation
unit controls the cache memory so that the quantity of the one
or more reference image blocks is increased by adding a
reference image block having a relatively high priority among
the one or more reference image blocks.
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